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distributed by BRP US Inc. Visco Lok is a trademark of GKN Vis codrive GmbH. †All other trademarks are the property of their respective owners. For other jurisdictions, see your local dealer 
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optional equipment. Read the side by side vehicle (Operator’s Guide and watch the Safety DVD before driving. For your safety, wear a helmet, eye protection and other protective gear. 
Always fasten lateral net and seat belt. Always remember that riding and alcohol/drugs don’t mix. SSV is for off-road use only. Never ride on paved surfaces or public roads. Operator must be at 
least 16 years old. Passenger must be at least 12 years old and able to hold handgrips and plant feet while seated against the backrest. Never engage in stunt driving and avoid excessive speeds. 
Ride responsibly. *Smart Lok was developed in conjonction with TEAM industries, a market leader in the drive train industry.
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52 hp / 42 lb-ft, Rotax® ACE (Advanced Combustion Efficiency) 
650 cc single-cylinder, liquid-cooled

CVT with engine braking and electronic drive belt protection 
and pDrive primary clutch L / H / N / R / P

Selectable Turf Mode / 2WD / 4WD with Visco-Lok† auto-locking front differential

ECO™ / ECO™ Off / Work modes

Speed limiter

11 in. (28 cm) ground clearance

83 in. (211.5 cm) wheelbase

SUSPENSION TRAVEL:
FR: Double A-arm / 10 in. (25.4 cm)

RR: TTA with external sway bar / 10 in. (25.4 cm)

SHOCKS:
Twin-tube gas-charged shocks
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27 in. XPS Trail Force tires with 14 in. steel wheels

2,500 lb (1,134 kg) towing capacity

1,500 lb (680 kg) payload capacity

10.6 gal (40 L) fuel capacity

Front lighting output 140 W, LED tail lights

VERSA-PRO bench seat with passenger seats flipping up with underside hooks

Adjustable tilt steering

Integrated front steel bumper

HMWPE central skid plate

LinQ and accessory ecosystem

4.5 in. digital display
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44 hp / 567 cc, single-cylinder, liquid-cooled, EFI

CVT transmission

On-Demand AWD / 2WD / VersaTrac Turf Mode

10.5 in. (26.7 cm) ground clearance

79 in. (200.7 cm) wheelbase

SUSPENSION TRAVEL:
FR: MacPherson Strut 9 in. (22.9 cm) 
RR: Dual A-arm, IRS 10 in. (25.4 cm)
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25 in. Carlisle tires with 12 in. stamped steel wheels

1,500 lb (680 kg) towing capacity

1,500 lb (680 kg) payload capacity

9 gal (34.1 L) fuel capacity

50 W headlight, LED tail lights

Standard bench seat / 3-seater

Standard tilt steering

Front bumper

2 in. LCD single analog display

HOW TO WIN
PERFORMANCE
+8 hp / +6 lb-ft torque / 
More power and torque

TRACTION
8-Ply rating, bigger and better 
tires for improved riding 
experience

TOWING CAPACITY
+1,000 lb (454 kg) capability to 
tow more without a sweat

LIGHTING OUTPUT
Better visibility +90 W front 
lighting output

FEATURES
VERSA-PRO Bench seat 
for improved comfort.
LinQ and accessory ecosystem
Bigger gauge display

2026 POLARIS† RANGER 570 FULL SIZE
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65 hp / 976 cc Rotax® V-twin, liquid-cooled, EFI

PRO-TORQ CVT with QRS, high airflow ventilation and 
electronic drive belt protection Extra-L / H / N / R / P

Selectable Turf Mode / 2WD / 4WD with Visco-Lok† auto-locking front differential

CVT engine braking

ECO™ / ECO™ Off / Work modes

Speed limiter

11 in. (28 cm) ground clearance

83 in. (211.5 cm) wheelbase

SUSPENSION TRAVEL:
FR: Double A-arm / 10 in. (25.4 cm)

RR: TTA with external sway bar / 10 in. (25.4 cm)

SHOCKS:
Twin-tube gas-charged shocks
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27 in. XPS Trail Force tires with 14 in. steel wheels

2,500 lb (1,134 kg) towing capacity

1,500 lb (680 kg) payload capacity

10.6 gal (40 L) fuel capacity

Front lighting output 140 W

 LED tail lights

VERSA-PRO bench seat with passenger seats flipping up with underside hooks

Adjustable tilt steering

Integrated front steel bumper

HMWPE central skid plate

LinQ and accessory ecosystem

4.5 in. digital display
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61 hp / 999 cc twin-cylinders SOHC, liquid-cooled, EFI

CVT transmission

On-Demand AWD / 2WD / VersaTrac Turf Mode

12 in. (30.5 cm) ground clearance

81 in. (206 cm) wheelbase

SUSPENSION TRAVEL:
FR: Dual A-arm 10 in. (25.4 cm) 

RR: Dual A-arm, IRS 10 in. (25.4 cm)
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25 in. Carlisle tires with 12 in. stamped steel wheels

2,500 lb (1,134 kg) towing capacity

1,500 lb (680 kg) payload capacity

11.35 gal (43 L) fuel capacity

Halogen headlights, 55 W low beam, 60 W high beam, dual LED tail lights

Standard bench seat / 3-seater

Standard tilt steering

Central skid plate

4 in. LCD display

HOW TO WIN
PERFORMANCE
+4 hp / More power and torque

TRACTION
8-Ply rating, bigger and better 
tires for improved riding 
experience

LIGHTING OUTPUT
Better visibility +25 W front 
lighting output

FEATURES
VERSA-PRO Bench seat for 
improved comfort.
LinQ and accessory ecosystem
Speed limiter

2026 POLARIS† RANGER 1000


